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XOOP 
LIGHT ING

DAMN (B)RIGHT!
With the XOOP EL451.TW, HOF completes its XOOP EL series by 
one more LED white light with high output. With its 450 Watt LED 
performance, the EL451.TW has a really strong output – it’s 
“DAMN (B)RIGHT“.

The XOOP EL451.TW was especially developed for the use at 
exhibitions, where a bright light performance and the right colour 
temperature are of most importance in order to create the right 
atmosphere. The colour temperature can be adjusted steplessly 
from 2800k warm white to 5600k cold white. The intensity and colour 
temperature can be quickly and easily adjusted via 2 potential meters 
on the back of the XOOP EL451.TW. 

The EL451.TW comes with the proven master-slave function, just like 
the EL151.TW. With this function, all fi xtures connected by DMX can 
be controlled centrally with just one fi xture. The controlling goes by 
DMX 5-Pol and TR1 In/out. The XOOP EL451.TW has a beam angle of 
120 degrees. This can be adjusted with the integrated barndoors.

The XOOP EL family consists of: EL451.TW, EL151.TW, EL150.TW and 
EL100.TW.



EL451.TW
• 450 W SMD3030
• 2800 K – 5600 K (adjustable)
• Beam angle: 120°
• DMX512 (2/3/4/5/6 channel)
• 3Pin In/Out and 5Pin In/Out
• Power In/Out
• Incl. barndoor
• QuickLock Bracket
• Dimensions: 340 x 400 x 270 mm
• Weight: 10,0 kg

Art. Nr. 224 346

EL151.TW
• 160 W SMD3030
• Beam angle: 120°
• DMX512
• 5Pin In/Out
• Color temperature by knob
• Power In/Out TR-1
• Incl. Barndoor
• QuickLock Bracket
• Dimensions: 340 x 130 x 210 mm
• Weight: 3,5 kg

Art. Nr. 224 347

EL150.TW
• 160 W SMD3030
• Beam angle: 120°
• DMX512 (2/3/4/5/6 channel)
• 3Pin In/Out and 5Pin In/Out
• Color temperature by knob
• Power In/Out
• Incl. barndoor
• QuickLock Bracket
• Dimensions: 340 x 130 x 210 mm
• Weight: 3,5 kg

Art. Nr. 224 344

EL100
• 200 W COB LED
• 3200 K – 5600 K (adjustable)
• Beam angle: 24°
• Field angle: 45°
• DMX512 (2/3/4 channel)
• PowerTwist Input/Output
• Barndoor optional
• Dimensions: 500 x 230 x 170 mm
• Weight: 4,5 kg

Art. Nr. 224 333
Art. Nr. 224 334 (barndoor)
Art. Nr. 224 334 R (rotatable barndoor)

F200
• 200 W Philips SMD3030
• Beam angle: 60° x 60°
• MeanWell Driver
• IP65 waterproof
• Dimensions: 330 x 360 x 270 mm
• Weight: 7,2 kg

Art. Nr. 224 229 (3000 K)
Art. Nr. 224 228 (5000 K)

F150
• 150 W Philips SMD3030
• Beam angle: 60° x 60°
• MeanWell Driver
• IP65 waterproof
• Dimensions: 330 x 270 x 270 mm
• Weight: 5,5 kg

Art. Nr. 224 226 (3000 K)
Art. Nr. 224 227 (5000 K)

F100
• 100 W Philips SMD3030
• Beam angle: 60° x 60°
• MeanWell Driver
• IP65 waterproof
• Dimensions: 330 x 180 x 270 mm
• Weight: 4,4 kg

Art. Nr. 224 225 (3000 K)
Art. Nr. 224 224 (5000 K)

F50
• 50 W Philips SMD3030
• Beam angle: 60° x 60°
• MeanWell Driver
• IP65 waterproof
• Dimensions: 330 x 95 x 270 mm
• Weight: 3,2 kg

Art. Nr. 224 223 (3000 K)
Art. Nr. 224 222 (5000 K)

THAT LITTLE 
BIT EXTRA:

ENGINEERED IN GERMANY

SPECIAL REQUESTS POSSIBLE

• Color of housing
• Color temperature
• Beam angle
• Special applications


