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High Load Capacity (max. 400 kg)

No Construction Report Needed
(height up to 5m)

Secondary Securing Integrated

Easy Set Up

Folding Tower

PA-Towerballast advice

Pa-Tower Height up to 5m 
(truss set 111290470)
Indoor without operating wind:
P = 400 kg / A ≤ 1,50 m²	 >	 no ballast needed
P = 300 kg / A ≤ 1,25 m²	 >	 no ballast needed
P = 200 kg / A ≤ 1,00 m²	 >	 no ballast needed

Indoor with operating wind:
P = 400 kg / A ≤ 1,50 m²	 >	 no ballast needed
P = 300 kg / A ≤ 1,25 m²	 >	 no ballast needed
P = 200 kg / A ≤ 1,00 m²	 >	 no ballast needed

Outdoor with operating wind:
P = 400 kg / A ≤ 1,50 m²	 >	 no ballast needed
P = 300 kg / A ≤ 1,25 m²	 >	 40 kg ballast needed
P = 200 kg / A ≤ 1,00 m²	 >	 80 kg ballast needed

Pa-Tower Height up to 6,5m 
(truss set hd H11290470)
Indoor without operating wind:
P = 400 kg / A ≤ 1,50 m²	 >	 no ballast needed
P = 300 kg / A ≤ 1,25 m²	 >	 no ballast needed
P = 200 kg / A ≤ 1,00 m²	 >	 no ballast needed

Indoor with operating wind:
P = 400 kg / A ≤ 1,50 m²	 >	 no ballast needed
P = 300 kg / A ≤ 1,25 m²	 >	 no ballast needed
P = 200 kg / A ≤ 1,00 m²	 >	 40 kg ballast needed

Outdoor with operating wind:
P = 400 kg / A ≤ 1,50 m²	 >	 225 kg ballast needed
P = 300 kg / A ≤ 1,25 m²	 >	 250 kg ballast needed
P = 200 kg / A ≤ 1,00 m²	 >	 275 kg ballast needed



VAPATO BASE add on for gala
black powdercoated; 2x clickadapter incl. 1x 
small spindle foot per piece

Art.-Nr.: 	 112 2904 72

VAPATO towerlifter
for steelcable and chain incl. safety bolts

Art.-Nr.: 	 112 2904 73

VAPATO winchsection
incl. 900 kg AL-KO winch; incl. 13 meter 8mm 
wirerope and mounted end weight; Mounting-
plate black powdercoated; 
incl. 13 meter / 8 mm cable and ROPEFix 80S 
as sefety component

Art.-Nr.: 	 112 2904 74

VAPATO headsection
black powdercoated; for chain and wirerope

Art.-Nr.: 	 112 2904 75

VAPATO case
for 1x Towerset material (without trussing)

Art.-Nr.: 	 157 900 070

VAPATO truss set (black) 
for 4,9 m height
1x HOFKON 290-4 1000 mm
1x HOFKON 290-4 1500 mm
1x HOFKON 290-4 2000 mm
2x HOFKON 290 hinge left
2x HOFKON 290 hinge right

Art.-Nr.: 	 111 2904 70

VAPATO PA Tower
very discreet and gala-suitable
for indoor and outdoor use
all components black powder-coated
compact design with standard 290 mm four-belt truss
multi deflection pulleys for steel cable or chains
erection by means of manual winch and pluggable assembly aid
no construction report  only proof of stability required
to be built by only one person
load capacity up to 400 kg
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VAPATO BASE standard
black powdercoated; 
4x half conical connector; 9x spindlefoot

Art.-Nr.: 	 112 2904 71

VAPATO truss set HD (black)
for 6,4 m height
1x HOFKON 290-4 HD 1000 mm
2x HOFKON 290-4 HD 1500 mm
1x HOFKON 290-4 HD 2000 mm
2x HOFKON 290 hinge left
2x HOFKON 290 hinge right

Art.-Nr.: 	 H11 2904 70
VAPATO PA TOWER set
1x Case
1x Headsection
1x Towerlifter
1x Winchsection
1x Base

Art.-Nr.: 	 112 2904 70

opt. truss set for 4,9m 
Art.-Nr.: 	 111 2904 70

opt. truss set for 6,4m 
Art.-Nr.: 	 H11 2904 70

construction height / lifting height
4,90 m / 4,70 m or 6,4 m / 6,2 m

Load capacity
max. 400 kg

Floor area
164 (w) x 132 cm (d) and 174 (w) x 140 cm (d) with clip-on foot stabilizer

Ballasting
Indoor: max. 80 kg ballast needed
Outdoor: max. 275 kg ballast needed

Stability
up to max. wind force of 15 m/sec with max. 1,5 m² wind attack area


