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BASE STATIONS 

WIRELESS USB 
BASE STATION 
DONGLE
BW-BSD

The portable BroadWeigh 
dongle base station offers 
line of sight range of up to 
500 m and is ideal for use 
with laptops and tablets

The BroadWeigh wireless USB 
base station dongle is the smallest 
in our base station range and 
offers line of sight range of up to 
500 m for all BroadWeigh shackles 
or Wind Speed Sensors. 

It draws power from the USB bus and 
therefore no further components are 
required to configure and control 
remote devices from a PC. This plug 
and play USB base station provides 
a portable solution, with no cables, 
making it ideal for laptops and tablets 
that run a full version of Windows.

SPECIFICATIONS 
POWER SUPPLY *as defined by USB 2.0 specification

Power supply voltage (USB) 4.875 to 
5.125 Vdc*

ENVIRONMENTAL

Operating temperature range -20 to 55 ºC

Storage temperature 
range (no batteries) -40 to 85 ºC

Maximum humidity 95% non-
condensing

IP rating IP50

FEATURES
• Portable device which is ideal 

for use with laptops and tablets
• Up to 500 m (1640 ft) range
• Simple plug & measure USB
• Configure the BroadWeigh range
• Configures any BroadWeigh 

telemetry module via 
USB connection using 
BroadWeigh Toolkit software

• IP50 rated enclosure


